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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the origmal documents submitted by the applicant. 

Defects in the images may include (but are not hmited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGffiLETEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 

As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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The Cellular alert call 
device consists of: 

1. Interface to Cellular 
Ring Circuitry 

2. Data Word Generator 

3. RF transmitter 

4. Remote RF Receiver. 
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As a result of an incoming call, 
Voice nnail, Text Message or E-mail, 
the wireless device detection logic 
is used to trigger an alert. Note 
that if desired, The customer can 
generate a custom set of alerts 
depending on the caller. 
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The alert trigger provides a 
stiniulus to the Data Word 
Generator, which in turn 
constructs a unique or encrypted 
data word that can use 
transmission frequencies from 
433 MHz to 5 GHz 



A small, concealed 
RF receiver Is worn 
by the consumer. The 
receiver can detect 
the remote 
transmission up to up 
toQO feet away when 
the alert is triggered. . 
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The consumer can 
choose answer the 
alert or ignore it. 
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